
How may we help you bowl better?

Our support line is ready with trained professionals to assist you; call toll free at 
1-800-837-1106, Monday-Friday from 9 am - 5 pm CST.

Available from Track Distributors Worldwide. Track Bowling, P.O. Box 746 Hopkinsville, 
KY 42241-0746. www.trackbowling.com   800.837.1106

6	 upper-mid	performance		 ALL NEW “SE 6” Gen1 ReactiveTM

07	 core	Strength	 (HorsePower) Indicates how strong the core potential is.  
  07=.007 Intermediate Differential.

A	 angular	 Angular at the Breaking Point.

mAnufActurer’s intent
Track has designed the new 607ASE as a Special Edition product to meet the 
needs of competitive bowlers. Because its extreme angularity positions it between 
the 505A and 715A, the 607ASE provides the best of both worlds.

Worldwide Release Date: 08/05/10



600 series  upper-mid performAnce600 SerieS  upper-mid performance

 6 upper-mid	performance	/	coverStock	Strength

 07 core	Strength	/	intermediate	diff 
 A angular

	 	 StYle	 029744-6013xx

	 	 color	 black/red/Yellow

	 	 reaction	 angular

	 	 coverStock	 “Se	6”	gen1	reactivetm	

	 	 finiSh	 500,	1000,	2000,	2000	abralon®	 	
	 	 	 Sanded,	poliShed	with			 	 	
	 	 	 powerhouSe	factorY	finiSh

	 	 core	 modified	legion

	 	 weightS	 12-16	lbS.

	 	 core	tYpe	 aSYmmetrical

		intermediate.	diff.	 0.007

	 	 lane	condition	 tYpical	houSe	Shot/medium	to			
	 	 	 medium-heavY	

	 	 rg	 #16 /2.46		#15 /2.48		#14 /2.51

	 	 differential	 #16 / .039		#15 / .045		#14 / .037	

	 	

607A Why a 6 series ball? Track’s 
R&D Department developed the 607ASE 
specifically positioned between the 
505A and 715A, presenting a level of 
performance that bowlers are looking for, 
right between the two. 

The core is a modified version of the 
Legion core used in the Track Temper. 
Extreme Angularity is the strength of 
the “SE6” GEN1 coverstock, making this 
ball a dynamic choice for the oil patterns 
in typical house shots most competitive 
league bowlers face. 

Get it now, because there won’t be 
another 6 for some time.


