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Ingenious in design, the
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s jggﬁ IGHT BLOCK
F 7ﬁgﬁﬁlj Comprised of lighter materials, this weight block
;%J ‘Vl works in tandem with its unique shape to enhance |
E | the influence of the RAD™. |

COVERSTOCK ;

Using 33% less MICA than other pearlized reactive

coverstocks, the ACCU-Tread™ Mystic Pearl contains
- a balanced uniformity which increases overall
 consistency and unleashes explosive backend energy.
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 A Iower radlus of gyration and an optimum entry angle
f 5 achieved by anchoring the rev block to the bottom
of the weight block.

X FACTOR"

With the anatomy complete, the X Factor™ has set a |
new standard of excellence. lts exceptional engineering
lends to a multitude of drilling options and reaction
characteristics that cater to a bowler's specific needs.
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///4/overstock: ACCU-Tread™ Wystic Pearl Reactive
; « Factory Finish: 1500-grit Polish
L » Weight Block: RAD™ Motion Control™ Technology

» Color: Cherry, Royal, Violet
* Durometer: 76-78 Rex D-scale

- Radius of Gyration: 2.53 (Low) Hons | @ |
- Differential: .058 (High) =Ameoion| @ |
- Mass Bias Differential: .013 Hlsnort | |
« Flare: High (6” plus) =
* Fragrance: Chocolate —5‘ 0IL VOLUME
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