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Zone X Mega Blue Peal High DifferentialZone X Mega Blue Peal High Differential

Part NumberPart Number
60-103316 High Differential

SpecificationsSpecifications
XLR reactive coverstock
Factory Finish: Double Buff
Color: Mega Blue Pearl

Green Riser Pin
Core: Xometric HD (High Differential)
Hook Potential: 80
Length: 140
Breakpoint Shape: 85
RG Max: 2.615
RG Min: 2.562
RG Diff.: 0.053
Average RG: 5.4 (scale of 1 - 10)
Hardness: 78-79
12 through 16 pounds

Zone X Mega Blue Pearl High DifferentialZone X Mega Blue Pearl High Differential
Zone X high differential maximizes the new XLR coverstock for unique performance
in the Brunswick High Performance line. The high differential core produces
increased mid-lane reaction while maintaining a clean reaction through the
front-end. This creates a fine tuned reaction for players with Average RPM Rates
on medium-oily to drier lane conditions. 

Zone X High Differential Drilling NotesZone X High Differential Drilling Notes
The Xometric core has a decidedly asymmetric appearance but is properly drilled 
with friendly radially-symmetric core layouts. Check out the Brunswick Web site at
www.brunswickbowling.com for the latest advanced radially-symmetric core 
drilling instructions.


